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TRIBORE BORING HEADS ﬁiigjﬁ;}gg:—é
@ 125-245 o "
L
BB @ PART NO. L Fig kg
125-155 MDP125-80 80 2 35
155-185 MDP155-80 80 2 4
185-215 MDP185-80 80 2 45
215-245 MDP215-80 80 2 9.1
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PART NO. L L | kg | PART NO. L | % | kg | PART NO. L L] kg
40-ADE3282-25 25 1.8
40-ADE3282-100 100 4.2
40-ADE3282-160 160 5.7 | 50BT-ADE3282-60 60 4.8 | M50CT-ADE3282-60 60 4.6
2 50BT-ADE3282-160 160 2 8 M50CT-ADE3282-100 100 2 5.9
50-ADE3282-25 25 3.2 | 50BT-ADE3282-250 | 250 10.3 | M50CT-ADE3282-160 | 160 8
50-ADE3282-100 100 7.6 M50CT-ADE3282-250 | 250 10.3
50-ADE3282-160 160 11.1
50-ADE3282-250 250 14
40-ADE3282-25 25 1.8
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3 insert holders required for TRIBORE heads (Alse step boring)
SPARE PARTS
INSERT HOLDER INSERT SCREW SEAT INSERT KEY
MTP75-1TL | MTP75-107TL NLMS9.525 T8
MTP75-1VL NLM34 ISSN322
MTP75-1TC | MTP75-107TC MTP75-1TC15 5513-020-01 T15
MTP75-1SC10 5513-020-09
MTP75-1EV | MTP75-107EV F4011 T20
MTP75-1SV10 D4010 T15
TRIBORE HEAD ADJUSTMENT SPRING WASHER LOCKSCREW
SCREW
MDP125-80
MDP155-80
MDP185-80 MTP50-2 MTP75-15 M8x25
MDP215-80

(Adjustment screws move the insert holders in@urtd)
(The lockscrews hold the insert holder onto thergphead)




